. KEAL TINE IMAG
Configurs. ..

Vi ew.

Save hs. ..

Linearization Reotate Scan

SCAN

Slope
Shading

¥

Graphite AFM

Tilt Removal Ealette...

Eetouch Soft Zoom Hard Zoom Zoon Out Unde VYiew Buffer Calibration

~Feedback Settings
Integral I— |
Gain 150 =
Proportional [i50 =
Gain =l
Derivative |5|] I=T]
Gain =
Setpt. |,|]_5 =
Offset ~l
Scan Size 5.000 & m
Scan Rate 4 Hz.
Scan Angle
Resolution 300
Image WaveMode
Scan Mode

& Continuous

" Single Scan

zoom - [SoFT [

Oscillation
0142y

|

58.338nm




Roughness Farameters

Tilt Remowal Smoothing Truncation View Image

Contour Bimodal Match

30
Scale in nm

~Options

Height Histogram

Histogram Integral

Gaussian Fit

Bearing Ratio

Roughness Frequency |
Autocorrelation |

~Surface Characteristics

Average Height 29.556nm

RMS Deviation (variance) 6.09nm
Mean Deviation (Ra) 6.429nm

Image Resolution 300
Skewness -.16935

Kurtosis 28.734E-3

Computed Roughness Parameters:




